
E ARAPAHOE RD

SO
U

TH
 P

EO
RI

A 
ST

RE
ET E CALEY AVE

S 
TR

O
Y 

CI
R

CENTENNIAL CITY LIMITS

GREENWOOD VILLAGE CITY LIMITS

AURORA CITY LIMITS

UNINCORPORATED
ARAPAHOE COUNTY

UNINCORPORATED
ARAPAHOE COUNTY

CENTENNIAL
AIRPORT

PET CREMATION SERVICES
SITE PLAN

LOT 10, BLOCK 4, SOUTHFIELD PARK
 PART OF THE NORTHWEST QUARTER OF SECTION 24, TOWNSHIP 5 SOUTH, RANGE 67 WEST OF THE 6TH PRINCIPAL MERIDIAN

CITY OF CENTENNIAL, COUNTY OF ARAPAHOE, STATE OF COLORADO

ANNANDALE CONSULTANTS INC.
1360 SOUTH WADSWORTH BOULEVARD
SUITE 310
LAKEWOOD, COLORADO 80232
PHONE: 303.985.1188
CONTACT:  ED PETERSON

MANHARD CONSULTING LTD
8008 E ARAPAHOE CT SUITE 110
CENTENNIAL, CO 80112
PHONE: 303.708.0500
CONTACT: AMBER ALLEN, P.E.

ENGINEER:

DEVELOPER:
CHRISTOPHER A. KINCAID, ARCHITECT
5335 SOUTH VALENTIA WAY #418
GREENWOOD VILLIAGE, CO 80111
PHONE: 720.936.1069
EMAIL: CHRISAKINCAID@GMAIL.COM
CONTACT:  CHRIS KINCAID

ARCHITECT:

LANDSCAPE:

MANHARD CONSULTING LTD
8008 E. ARAPAHOE COURT
SUITE 110
CENTENNIAL, CO 80112
PHONE: 303.708.0500
CONTACT: BRIAN PFOHL

SURVEYOR:

VICINITY MAP
1" = 2000'

SITE

STANDARD NOTES FOR SITE PLANS:

THE OWNER(S) AND DEVELOPER(S) OF THE SITE PLAN KNOWN AS PET CREMATION SERVICES, THEIR RESPECTIVE SUCCESSORS, HEIRS AND/OR

ASSIGNS AGREE TO THE FOLLOWING NOTES:

EMERGENCY ACCESS

EMERGENCY ACCESS IS GRANTED HEREWITH OVER AND ACROSS ALL PAVED AREAS OR OTHER DESIGNATED AREAS FOR POLICE, FIRE AND

EMERGENCY VEHICLES.

PUBLIC IMPROVEMENT AGREEMENT

AFTER SITE PLAN APPROVAL, ISSUANCE OF DEVELOPMENT ORDERS OR PERMITS SHALL BE SUBJECT TO THE REQUIREMENTS OF SECTION

12-14-207 OF THE LAND DEVELOPMENT CODE, AS AMENDED, INCLUDING THE GUARANTEE OF PUBLIC IMPROVEMENTS PURSUANT TO A PUBLIC

IMPROVEMENT AGREEMENT IN A FORM APPROVED BY THE CITY ATTORNEY AND EXECUTED BY THE CITY MANAGER OR HIS OR HER DESIGNEE.  ALL

MORTGAGEES SHALL BE REQUIRED TO SUBORDINATE THEIR LIENS AND INTEREST IN THE PROPERTY TO THE COVENANTS AND THE RESTRICTIONS

OF THE PUBLIC IMPROVEMENT AGREEMENT (PER 12-14-207(C)(1) OF THE LAND DEVELOPMENT CODE).

MAINTENANCE GUARANTEE

THE OWNER(S), DEVELOPERS(S) AND/OR SUBDIVIDERS OF THIS PLAN WARRANT AND GUARANTEE TO THE CITY, FOR A PERIOD OF ONE YEAR FROM

THE DATE OF PROBATIONARY ACCEPTANCE OF THE IMPROVEMENTS WARRANTED HEREUNDER, THE FULL AND COMPLETE MAINTENANCE AND

REPAIR OF THE IMPROVEMENTS TO BE CONSTRUCTED IN CONNECTION WITH THE DEVELOPMENT WHICH IS THE SUBJECT OF THIS PLAN. THIS

WARRANTY AND GUARANTEE IS MADE IN ACCORDANCE WITH THE CITY LAND DEVELOPMENT CODE AND THE PUBLIC IMPROVEMENT AGREEMENT

RECORDED AGAINST THE PROPERTY. THIS GUARANTEE APPLIES TO THE STREETS AND ALL OTHER APPURTENANT STRUCTURES AND AMENITIES

LYING WITHIN THE DEDICATED RIGHTS-OF-WAY, EASEMENTS AND OTHER PUBLIC PROPERTIES, INCLUDING, WITHOUT LIMITATION, ALL CURBING,

SIDEWALKS, BIKE PATHS, DRAINAGE PIPES, CULVERTS, CATCH BASINS, DRAINAGE DITCHES AND LANDSCAPING. ANY MAINTENANCE AND REPAIR

REQUIRED ON UTILITIES SHALL BE COORDINATED WITH THE APPROPRIATE UTILITY COMPANY PROVIDER.

THE OWNER(S), DEVELOPER(S), AND/OR SUBDIVIDERS SHALL MAINTAIN SAID IMPROVEMENTS IN A MANNER THAT WILL ASSURE COMPLIANCE ON A

CONSISTENT BASIS WITH ALL CONSTRUCTION STANDARDS, SAFETY STANDARDS, AND ENVIRONMENTAL PROTECTION REQUIREMENTS OF THE CITY.

PRIVATE STREET/DRIVES MAINTENANCE

IT IS MUTUALLY UNDERSTOOD AND AGREED THAT THE PRIVATE STREETS AND DRIVES SHOWN ON THIS PLAN ARE NOT IN CONFORMANCE WITH THE

CITY OF CENTENNIAL ROADWAY DESIGN AND CONSTRUCTION STANDARDS AND WILL NOT BE MAINTAINED BY THE CITY.  THE OWNERS,

DEVELOPERS, AND/OR SUBDIVIDERS, THEIR SUCCESSORS AND/OR ASSIGNS IN INTEREST, EITHER INDIVIDUALLY OR COLLECTIVELY THROUGH A

PROPERTY/HOME OWNER'S ASSOCIATION, SHALL BE RESPONSIBLE FOR SUCH PRIVATE STREET MAINTENANCE, OPERATION AND

RECONSTRUCTION.

LANDSCAPE MAINTENANCE

THE OWNERS OF THIS PLAN, THEIR SUCCESSORS AND/OR ASSIGNS IN INTEREST, THE ADJACENT PROPERTY OWNER(S), HOMEOWNER'S

ASSOCIATION OR ENTITY OTHER THAN THE CITY OF CENTENNIAL IS RESPONSIBLE FOR MAINTENANCE AND UPKEEP OF PERIMETER FENCING,

LANDSCAPING AND SIDEWALKS BETWEEN THE FENCE LINE/PROPERTY LINE AND ANY PAVED ROADWAYS IN ACCORDANCE WITH APPROVED

LANDSCAPE PLANS.

THE OWNERS OF THIS PLAN, THEIR SUCCESSORS AND/OR ASSIGNS IN INTEREST, OR SOME OTHER ENTITY OTHER THAN THE CITY OF CENTENNIAL,

AGREE TO THE RESPONSIBILITY OF MAINTAINING ALL OTHER OPEN SPACE AREAS ASSOCIATED WITH THIS DEVELOPMENT.

DRAINAGE LIABILITY & MAINTENANCE

NEITHER THE CITY OF CENTENNIAL NOR THE SOUTHEAST METRO STORMWATER AUTHORITY (SEMSWA) ASSUMES ANY LIABILITY FOR THE

DRAINAGE FACILITIES DESIGNED AND/OR CERTIFIED BY MANHARD CONSULTING. THE CITY OF CENTENNIAL AND SEMSWA REVIEW DRAINAGE

PLANS, BUT CANNOT, ON BEHALF OF PET CREMATION SERVICES GUARANTEE THAT FINAL DRAINAGE DESIGN REVIEW WILL ABSOLVE PET

CREMATION SERVICES AND/OR THEIR SUCCESSORS AND/OR ASSIGNS OF FUTURE LIABILITY FOR IMPROPER DESIGN.  IT IS THE POLICY OF THE CITY

OF CENTENNIAL AND SEMSWA THAT APPROVAL OF THE SITE PLAN DOES NOT IMPLY APPROVAL OF MANHARD CONSULTING'S DRAINAGE DESIGN.

THE PROPERTY OWNER OR PROPERTY OWNERS' ASSOCIATION SHALL BE RESPONSIBLE FOR ONGOING MAINTENANCE OF ALL DRAINAGE FACILITIES

REQUIRED TO BE INSTALLED PURSUANT TO THE CONTROLLING PUBLIC IMPROVEMENT AGREEMENT.  MAINTENANCE REQUIREMENTS SHALL BE

GOVERNED BY SEMSWA'S STORMWATER MANAGEMENT MANUAL AS THOSE REGULATIONS MAY BE AMENDED FROM TIME TO TIME.

AIRPORT INFLUENCE AREA NOTE (EASEMENT/HAZARD EASEMENT AND NOISE DISCLOSURE) (PER 12-3-905(C)(1) OF LDC):

CENTENNIAL AIRPORT IS LOCATED 7128 FEET SOUTH-SOUTHWEST OF PET CREMATION SERVICES. CENTENNIAL AIRPORT IS A BUSY AIRPORT USED

BY PISTON AND JET AIRCRAFT AND BY HELICOPTERS, AND IS OPEN 24 HOURS A DAY, SEVEN DAYS A WEEK. ALL PROPERTY WITHIN PET

CREMATION SERVICES IS SUBJECT TO THE TERMS OF AN AVIGATION AND HAZARD EASEMENT, RECORDED IN BOOK 3703 ON PAGE 162 AT

RECEPTION NUMBER 2205654 ON SEPTEMBER 21, 1982, OF THE RECORDS OF THE ARAPAHOE COUNTY CLERK AND RECORDER.  THE EASEMENT

CONSENTS TO OVERFLYING AIRCRAFT, AND PREVENTS PRESENT AND FUTURE OWNERS AND OCCUPANTS OF PROPERTY WITHIN PET CREMATION

SERVICES FROM OBJECTING TO, OR SEEKING DAMAGES DUE TO, AIRCRAFT OPERATIONS. THE EASEMENT ALSO PREVENTS OWNERS AND

OCCUPANTS FROM INSTALLING STRUCTURES, TREES OR OTHER OBJECTS THAT COULD INTERFERE WITH FLIGHT OPERATIONS AT THE AIRPORT.

PUBLIC USE EASEMENT

ALL PUBLIC USE EASEMENTS SHOWN HEREON BURDEN AND RUN WITH ALL LANDS DESCRIBED IN THIS SITE PLAN TO THE BENEFIT OF THE CITY OF

CENTENNIAL AND ITS ASSIGNS, ARE BINDING UPON THE OWNERS AND THEIR RESPECTIVE SUCCESSORS, HEIRS AND ASSIGNS, AND ARE

GOVERNED BY ANY AND ALL TERMS AND CONDITIONS OF RECORD.

SIGHT TRIANGLE MAINTENANCE (PER SECTION 12-11-208)

IN ACCORDANCE WITH SECTION 12-11-208 OF THE CITY LAND DEVELOPMENT CODE, THE OWNERS OF PRIVATE PROPERTY CONTAINING A TRAFFIC

SIGHT TRIANGLE ARE PROHIBITED FROM ERECTING OR GROWING ANY OBSTRUCTIONS BETWEEN A HEIGHT OF THREE FEET (3') AND EIGHT FEET

(8') ABOVE THE ELEVATION OF THE STREET CENTERLINE WITHIN SAID SIGHT TRIANGLE.

CERTIFICATE OF OWNERSHIP

I, _____________________, HEREBY AFFIRM THAT I AM THE OWNER OR AUTHORIZED AGENT OF ALL

INDIVIDUALS OR ENTITIES HAVING OWNERSHIP INTEREST IN THE PROPERTY DESCRIBED HEREIN,

KNOWN AS PET CREMATION SERVICES SITE PLAN (CITY CASE NO. LU-16-00135).

_________________________________________

OWNER OF RECORD OR AUTHORIZED AGENT

STATE OF ___________________ }

} S.S.

COUNTY OF _________________ }

THE FOREGOING CERTIFICATION OF OWNERSHIP WAS ACKNOWLEDGED BEFORE ME THIS___ DAY OF

_______________ A.D., 20___,

BY_______________________ AS  _______________________

                     (NAME)                                   (TITLE)

OF ______________________ AN AUTHORIZED SIGNATORY.

(ENTITY)

BY_______________________________ WITNESS MY HAND AND SEAL

NOTARY PUBLIC

MY COMMISSION EXPIRES: __________________

__________________________________________

ADDRESS

__________________________________________

CITY, STATE AND ZIP CODE

DIRECTOR OF COMMUNITY DEVELOPMENT APPROVAL

APPROVED BY THE DIRECTOR OF COMMUNITY DEVELOPMENT OF THE CITY OF CENTENNIAL THIS

_____ DAY OF ________________, 20_____.

__________________________________

DIRECTOR OR DESIGNEE

PLANNING AND ZONING COMMISSION RATIFICATION

RATIFIED BY THE CITY OF CENTENNIAL PLANNING AND ZONING COMMISSION, THIS _____ DAY OF

__________________ A.D., 20_____.

CHAIRPERSON:  ________________________________

ATTEST:  ________________________________

RECORDER'S CERTIFICATE

THIS PLAN WAS FILED FOR RECORD IN THE OFFICE OF THE COUNTY CLERK AND RECORDER OF

ARAPAHOE COUNTY AT ________ (A.M./P.M.) ___ DAY OF _______________ A.D., 20___ IN

BOOK ______, PAGE ______, MAP ______, RECEPTION NO.__________________,

COUNTY CLERK AND RECORDER

_______________________________

BY: ____________________________

DEPUTY

DEVELOPMENT STANDARDS REQUIRED PROPOSED LU-16-00135

ZONING BP100 BP100

PARCEL AREA AND LOT WIDTH 1 ACRE, 125 LOT WIDTH (FT) 1.36 ACRE(S),  215 LOT WIDTH (FT)

PERMITTED USES LIGHT INDUSTRIAL AND WHOLESALE LIGHT INDUSTRIAL - PET CREMATORIUM

BUILDING MAX HEIGHT 100 FT 22.8 FT

MINIMUM BUILDING SETBACKS 25 FT FRONT, 25 FT STREET SIDE, 10 FT INTERIOR SIDE, 10 FT REAR 107.3' FRONT, 64.3' RIGHT SIDE, 41.0 LEFT SIDE, 79.6' REAR

MINIMUM PARKING SETBACKS 25 FT FRONT, 25 FT STREET SIDE, 10 FT INTERIOR SIDE, 10 FT REAR 36 FT FRONT, 36 FT STREET SIDE, 10 FT INTERIOR SIDE, 55 FT REAR

PARKING RATIOS 14 22

ADA PARKING TOTAL REQUIRED ADA SPACES =1   VAN ACCESSIBLE SPACES =1 TOTAL ADA SPACES PROVIDED=2   VAN ACCESSIBLE SPACES =1

BICYCLE PARKING 2 2

LOADING ZONE (IF REQUIRED) 1 2

LIGHTING ZONE / MAX POLE HEIGHT LZ2/35 FT LZ2, 25 FT

LANDSCAPE SURFACE RATIO 25% (14,810 S.F.) 55% (32,279 S.F.)
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1" = 2000'
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BENCHMARK
SOURCE BENCHMARKS:
1. NGS BM K 54 1934

BENCH MARK DISK SET IN TOP OF CONCRETE POST LOCATED 5.7 MILES
SOUTH ALONG THE COLORADO AND SOUTHERN RAILWAY FROM
SULLIVAN, ARAPAHOE COUNTY, 1.3 MILES SOUTH OF MELVIN, 0.1 MILE
NORTHWEST OF MILEPOST 16, 20 FEET WEST OF THE CENTERLINE OF THE
TRACT, AND 62 FEET EAST OF A SECONDARY ROAD PARALLELING THE
TRACK.

ELEVATION = 5635.17 (NAVD 88)

SITE BENCHMARKS (BM):

1. SOUTHWEST BOLT OF A FIRE HYDRANT LOCATED APPROXIMATELY 505
FEET NORTH OF THE CENTER LINE OF EAST CALEY AVENUE AND
APPROXIMATELY 35 FEET SOUTHWEST OF THE CENTERLINE OF SOUTH
TROY CIRCLE.

  ELEVATION = 5662.39

2. NORTHWEST BOLT OF A FIRE HYDRANT LOCATED APPROXIMATELY 430
FEET EAST OF EAST TROY COURT AND APPROXIMATELY 400 FEET SOUTH
OF SOUTH TROY CIRCLE.

ELEVATION = 5666.73

PARKING CALCULATIONS

SPACE AREA REQUIRED PARKING

OFFICE 923 SF 3

RETAIL 414 SF 2

LOADING DOCK 2 DOCKS 2

OTHER 6716 SF 7

TOTAL 14

LEGAL DESCRIPTION
ALL OF LOT 10, BLOCK 4, SOUTHFIELD PARK

INDEX OF SHEETS

TITLE NUMBER

COVER SHEET 1
EXISTING CONDITIONS & DEMOLITION PLAN 2

SITE PLAN 3
GRADING PLAN 4

UTILITY PLAN 5
ARCHITECTURAL ELEVATIONS 6

ARCHITECTURAL MODEL 1 7
ARCHITECTURAL MODEL 2 8
ARCHITECTURAL MODEL 3 9
ARCHITECTURAL MODEL 4 10

LANDSCAPE PLAN 11
LANDSCAPE NOTES AND DETAILS 12

SCHEMATIC IRRIGATION PLAN 13
SITE LIGHTING PHOTOMETRIC PLAN 14

SITE LIGHTING DETAILS 15
SITE DETAILS 16

STACKLOT
5638 S. CURTICE STREET
LITTLETON, CO 80120
PHONE: 303.808.4523
CONTACT: STEVE WIENS
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EX. ASPHALT MAINTENANCE ROAD

THE ESTATE OF RICHARD C PRICE, PRICE JEAN W
R&D/FLEX

ZONED BP100
PARCEL 2075-24-3-08-009

ALLOSOURCE
LIGHT INDUSTRIAL

ZONED BP100
PARCEL 2075-24-2-01-008

RONALD D. SHIPPERT IRROVOCABLE LIFE INSURANCE TRUST
R&D/FLEX

ZONED BP100
PARCEL 2075-24-2-01-007

30' SIGHT LINE EASEMENT
REC. NO. A8145450

6' GAS EASEMENT
BOOK 50 PAGE 28

30' SIGHT LINE EASEMENT
REC. NO. A8145450

DRAINAGE EASEMENT
TO BE VACATED

REC. NO. B6148401

25'
ACCESS EASEMENT

BOOK 5529, PAGE 728

30'
SANITARY SEWER EASMENT

BOOK 3259, PAGE 340

60'
TEMPORARY CONSTRUCTION EASEMENT

BOOK 3259, PAGE 340

EXISTING SITE IS UNDEVELOPED
VEGETATION INCLUDES SPARSE GRASS
AND OCCASIONAL BRUSH

INLET

5' COMBINATION INLET

6' GAS EASEMENT
REC. NO. 2062116

ASPHALT PAVEMENT

TROY CIRCLE LLC
MANUFACTURING WAREHOUSE

ZONED BP100
PARCEL 2075-24-2-02-009

EXISTING BUILDING

EXISTING BUILDING

ALLOSOURCE
VACANT LAND
ZONED BP100

PARCEL 2075-24-2-02-007

100'

OUTLET
STRUCTURE

5' COMBINATION INLET

18" RCP

18" RCP

18" MAIN

12" Ø

10" Ø

8" SAN MAIN

8" WATER MAIN

SAWCUT LINE

SAWCUT LINE
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PROPERTY LINE

EASEMENT

LOT LINES

CURB & GUTTER

SIDEWALK

DECIDUOUS TREE

CONIFER TREE

LEGEND

SANITARY SEWER

STORM SEWER

GAS LINE

ELECTRIC LINE

WATER LINE

MAJOR CONTOUR

MINOR CONTOUR

100' PROPERTY LINE OFFSET
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EX. ASPHALT MAINTENANCE ROAD
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18.0'
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20.5'
12.0'

PET
CREMATION

SERVICES
8053 SF

DRAINAGE EASEMENT
TO BE VACATED

REC. NO. B6148401

25'
ACCESS EASEMENT

BOOK 5529, PAGE 728

30'
SANITARY SEWER EASMENT

BOOK 3259, PAGE 340

60'
TEMPORARY CONSTRUCTION EASEMENT

BOOK 3259, PAGE 340

SIGHT LINE EASEMENT
REC. NO. A8145450

10'
SETBACK

10'SETBACK

10'
SETBACK

6' GAS EASEMENT
REC. NO. 2062116

78.0'

88
.8

'

30.0'

30
.5

' 64.3'

10
7.

3'

25
.0

'

25.0'

TRASH ENCLOSURE
WITH CONCRETE PAVEMENT

POROUS LANDSCAPE
DETENTION BASIN

R15.0'

R20.0'

R20.0'

R12.0'

6:1 SLOPE

6:1 SLOPE
2200 SF

INFILTRATION AREA

R5.0'

CURB RAMP CURB RAMP

MONUMENT SIGN

LANDSCAPE AREA

LANDSCAPE AREA

EXISTING BUILDING
(ASPEN AIR AND MECHANICAL, INC.)

4.
5'

4' CONC. GUTTER PAN

4.
0'

WHEEL STOP

 ℄ OF SWALE

79
.6

'

TROY CIRCLE LLC
MANUFACTURING WAREHOUSE

ZONED BP100
PARCEL 2075-24-2-02-009

ALLOSOURCE
VACANT LAND
ZONED BP100

PARCEL 2075-24-2-02-007

THE ESTATE OF RICHARD C PRICE, PRICE JEAN W
R&D/FLEX

ZONED BP100
PARCEL 2075-24-3-08-009

CURB RAMP
8' CONC.
GUTTER PAN

5.
0'

SIGHT LINE EASEMENT
REC. NO. A8145450
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ASPHALT PAVEMENT

LOADING BAYS

CURB RAMP

25.0'

R3.0'

DRAINAGE EASEMENT
(TO BE DEDICATED)

25'
SETBACK

GAS SERVICE
LINE

BICYCLE PARKING

PARK BENCH
41.0'

CONCRETE PATIO

CONCRETE PATIO

R15.0'

5.
0'

ROOF
DRAIN

EXISTING INLET

UTILITY EASMENT
TO BE DEDICATED

SIGHT TRIANGLES

EXISTING
OUTLET

STRUCTURE

EXISTING BUILDING

R18.0'

R15.0'

R1
5.

0'

GUARDRAIL
PER DETAIL R1 ON PAGE 16

TYPE L RIP RAP RUNDOWN
4' WIDE X 30' LONG X 13.5 " THICK

TYPE VL RIP RAP
5' WIDE X 3' LONG X 9" THICK

TYPE H BURIED RIP RAP
10' WIDE X 10' LONG X 27" THICK

9.0'

SIDEWALK
CHASE

7' LONG
EMERGENCY
OVERFLOW

PROPERTY LINE

EASEMENT

LOT LINES

CURB & GUTTER

SIDEWALK

DECIDUOUS TREE

CONIFER TREE

BIKE RACK

LEGEND
EXISITNG PROPOSED

SETBACK

PARKING SPOT COUNT

NOTES
1. CURRENT ZONING IS BP100
2. PROPOSED LAND USE IS LIGHT INDUSTRIAL
3. THIS SITE FALLS WITHIN THE CENTENNIAL AIRPORT INFLUENCE AREA
4. THERE WILL NOT BE ANY FLAGPOLES ONSITE
5. THE LARGEST DELIVERY VEHICLE WILL BE A 2 AXLE VAN
6. THERE WILL BE FOUR (4) REFRACTORY UNITS (CREMATORIES) WITHIN THIS BUILDING
7. ROOF DRAIN ENERGY DISSIPATION SHALL CONSIST OF 5 FOOT SPLASH BLOCKS AT

DOWNSPOUTS

RETAINING WALL

WHEEL STOP

ASPHALT PAVEMENT

0

SCALE: 1"=20'

2010 40

FIRE HYDRANT
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SANITARY CLEANOUT

GUARDRAIL

LIGHT POLE
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PET
CREMATION

SERVICES
8053 SF

4.0%3.4%

1.9%

3.5%

4.0%

5.0%

6.
0:

1

6.0:1

9.
5:

1

6.
5%

4.
3:

1

6.
5%

0.
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2.
3%

9.
1%

3.
0%

4.2:1

5.1%

DRAINAGE EASEMENT
TO BE VACATED

REC. NO. B6148401

25'
ACCESS EASEMENT

BOOK 5529, PAGE 728

30'
SANITARY SEWER EASMENT

BOOK 3259, PAGE 340

60'
TEMPORARY CONSTRUCTION EASEMENT

BOOK 3259, PAGE 340

SIGHT LINE EASEMENT
REC. NO. A8145450

SIGHT LINE EASEMENT
REC. NO. A8145450

5.
4:

1

DRAINAGE EASEMENT
TO BE DEDICATED

8.
4%

4.
6:

1

3.5%

4.9%

4.3%

4.8%

3.0%

3.4%

13.1%

5.2:1

5.1%

1.
2%

2.7%

2.5%0.8%

2.
2%

2.
0%

3.0%

1.
2%

0.
5%

4.1:1

2.0%

6.5%

4.1%

5.
7:

1

2.4%

2.3%

1.
9%

2.
0%

0.
9%

4.3%

4.3%

1.
4%

2.0%

TOP OF POND
EL: 5659.50

VOLUME: 11,304 CF

1.3%

2.0%

EXISTING BUILDING

3' LONG x 5'
WIDE X 9" DEEP
TYPE VL RIP RAP

6' GAS EASEMENT
REC. NO. 2062116

TYPE L RIP RAP RUNDOWN
4' WIDE X 30' LONG X 13.5 " THICK

18" RCP

ROOF DRAIN

2.0%

HC PARKING AREA
2% (MAX) IN ANY
DIRECTION

2.0%

5.
7%

2.4%

4.4%

℄OF SWALE

47.0:1

4.7:1

40.7:1

15.9:1

2.
0%

7' LONG
EMERGENCY OVERFLOW
EL: 5658.50

TYPE H BURIED RIP RAP
10' WIDE X 10' LONG X 27" THICK

0.7%

2.0%

PROPERTY LINE

EASEMENT

LOT LINES

SPILL CURB & GUTTER

SIDEWALK

DECIDUOUS TREE

CONIFER TREE

BIKE RACK

LEGEND
EXISITNG PROPOSED

STORM SEWER

PARKING SPOT COUNT

MAJOR CONTOUR

MINOR CONTOUR

WHEEL STOP

RETAINING WALL

0

SCALE: 1"=20'
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NOTES
1. EXISTING CONDITIONS ARE BASED ON THE SURVEY BY MANHARD CONSULTING DATED

10/5/2015.
2. ROOF DRAIN ENERGY DISSIPATION SHALL CONSIST OF 5 FOOT SPLASH BLOCKS AT

DOWNSPOUTS
3. ALL SPOT ELEVATIONS ARE FLOWLINE UNLESS OTHERWISE NOTED.
4. RETAINING WALL BLOCK IS TO BE THE COLOR DESERT SAND BY BORAL BEST BLOCK.

CATCH CURB & GUTTER

FIRE HYDRANT

SANITARY CLEANOUT

GUARDRAIL
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EX. ASPHALT MAINTENANCE ROAD

EX. 12" WATER MAIN

EX. 8" SANITARY SEWER MAIN

M

FIRE SERVICE
WET TAP
CONNECTION

DOMESTIC
SADDLE TAP
CONNECTION

CUT PIPE FLUSH
 WITH WALL

INV OUT: 5656.80

34.1' ~ 1"
DOMESTIC WATER LINE

27.5' ~ 1" DOMESTIC WATER LINE

223' ~ 1" DOMESTIC WATER LINE

212' ~ 3" DIP
FIRE LINE

17.50' ~ 3" DIP
FIRE LINE

34.3' ~ 1" DIP
IRRIGATION LINE

IRRIGATION
SADDLE TAP

CONNECTION

PET
CREMATION

SERVICES
8053 SF

EX. 18" SANITARY SEWER MAIN

18" RCP

DRAINAGE EASEMENT
TO BE VACATED

REC. NO. B6148401

25'
ACCESS EASEMENT

BOOK 5529, PAGE 728

30'
SANITARY SEWER EASMENT

BOOK 3259, PAGE 340

60'
TEMPORARY CONSTRUCTION EASEMENT

BOOK 3259, PAGE 340

SIGHT LINE EASEMENT
REC. NO. A8145450

6' GAS EASEMENT
REC. NO. 2062116

SIGHT LINE EASEMENT
REC. NO. A8145450

DRAINAGE EASEMENT
(TO BE DEDICATED)

30' UTILITY EASMENT
TO BE DEDICATED

EXISTING INLET

EXISTING
OUTLET
STRUCTURE

METER
PITS

10' 5'

FIRE HYDRANT
WET TAP
CONNECTION

117' ~ 6" D.I.P.

EX. INLET (5' COMBINATION)
RIM EL: 5656.82

INV OUT: 5653.15 (S)

TYPE L RIP RAP RUNDOWN
4' WIDE X 30' LONG X 13.5 " THICK

TYPE VL RIP RAP
5' WIDE X 3' LONG X 9" THICK

7.0' EMERGENCY
OVERFLOW

GAS SERVICE CONNECTION

89' ~ 2" D.I.P.
GAS SERVICE

6" VALVE

TROY CIRCLE LLC
MANUFACTURING WAREHOUSE

ZONED BP100
PARCEL 2075-24-2-02-009

ALLOSOURCE
VACANT LAND
ZONED BP100

PARCEL 2075-24-2-02-007

THE ESTATE OF RICHARD C PRICE, PRICE JEAN W
R&D/FLEX

ZONED BP100
PARCEL 2075-24-3-08-009

80
' R

.O
.W

.

BO
OK 5

0,
 PA

GE 2
8

M

3" FIRE SERVICE
(SEE ARCH PLANS FOR
CONTINUATION)

1" DOMESTIC SERVICE
(SEE ARCH PLANS FOR

CONTINUATION)

45 ° BEND
WITH KICK BLOCK

17.2' ~ 1" DIP
IRRIGATION LINE

UTILITY CROSSING
STORM OVER SAN (4.47')
STM B/P: 5657.69
SAN T/P: 5653.22

TYPE H BURIED RIP RAP
10' WIDE X 10' LONG X 27" THICK

UTILITY CROSSING
STORM OVER FIRE (1.5')

STM B/P: 5657.43
FIRE T/P: 5655.93

UTILITY CROSSING
STORM OVER FIRE (1.5')

STM B/P: 5653.05
FIRE T/P: 5651.55

UTILITY CROSSING
STORM OVER DOMESTIC WATER (1.5')

STM B/P: 5652.96
DOM WT T/P: 5651.46

UTILITY CROSSING
STORM OVER IRR (1.5')

STM B/P: 5652.84
IRR T/P: 5651.34

45 ° BEND
WITH KICK BLOCK

7' ~ 3" DIP
FIRE LINE

PROPERTY LINE

EASEMENT

LOT LINES

CURB & GUTTER

SIDEWALK

DECIDUOUS TREE

CONIFER TREE

BIKE RACK

LEGEND
EXISITNG PROPOSED

SANITARY SEWER

STORM SEWER

SETBACK

PARKING SPOT COUNT

TM

U
TI

LI
TY

 P
LA

N

5 16

P
E

T 
C

R
E

M
A

TI
O

N
 S

E
R

V
IC

E
S

6/01/2016

LU-16-00135

 

PCS.COCE01

SANITARY SEWER CLEAN OUT

GAS LINE

0

SCALE: 1" = 20''

2010 40

WATER LINE

ELECTRIC LINE

WATER LINE VALVE

NOTES
1. VERTICAL CLEARANCE BETWEEN UTILITIES SHALL BE NO LESS THAN 18".
2. LOCATION OF EXISTING UTILITIES IS APPROXIMATE. CONTRACTOR IS TO VERIFY

LOCATION OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.













DY

H

FF=5663.50

DY

H

1 NR
1 AM

1 NR

1 NA
1 AM

4 BB

5 KF

5 BB
5 KF
5 BB
5 KF
5 BB
3 AC
3 SP

3 GP
8 DM
5 LM
1 AM

4 DK
10 OG
9 KF
2 BW
3 AW

2 AP

1 WP
1 CH

1 BW

7 SJ

3 WP
1 CP

1 CH

1 JT

1 AP

1 KC

1 MS

8 DM

2 JT

3 GP
8 DM

1 CP

5 LM
5 DK

3 KF
1 NA
4 DM

1 NR
2 RH

2 BB
1 KC

4 BB
4 KF

2 MS

4 GP
2 CP
8 DM
3 AW

EXISTING TREES
TO BE PROTECTED
AND TO REMAIN

STEEL EDGING - TYP.

STEEL EDGING - TYP.

MULCH - TYP.

MULCH - TYP.

SOD

SOD

SOD

SOD

SODIRRIGATION 
POINT OF CONNECTION

EXISTING TREES
TO BE PROTECTED
AND TO REMAIN

RCP STORM PIPE

DETENTION 
NATIVE SEED

MIX

SOUTH TROY CIRCLE

1 AP

POROUS DETENTION
POND

RE: CIVIL

LANDSCAPE AREA AREA CALCULATION PLANT UNIT MODEL TYPE TOTAL REQUIRED TOTAL PROVIDED

STREET TREES N/A TYPICALLY 1  TREE PER 50
LINEAR FT. 215 LINEAR FT.

OF RIGHT OF WAY
FRONTAGE / 50 FT. = 5

N/A 5 TREES 5 TREES

BUFFERYARDS N/A DEPENDS; SEE LDC TABLE
12-8-402, 12-8-404 AND

12-8-406

- - -

PARKING LOT LANDSCAPING
ISLANDS

1,055 SF 22 PARKING SPACES
1 TREE PER 6 PARKING

SPACES

N/A 4 TREES 4 TREES

STORMWATER DETENTION
FACILITIES / OPENSPACE

8,031 SF N/A N/A N/A 8,031 SF

LANDSCAPE SURFACE RATIO 25% 1.36ac (59,241.6 S.F.) X 0.25 N/A 14,810.4 SF 32,279 SF - 55%

LANDSCAPE AREA 70,778 SF 1.25 PLANT UNITS PER 1000 s.f.
14,810.4 s.f.

14,810.4 - 1,055 - 8,031 = 5,724
s.f./1000 s.f. = 5.72

5.72 x 1.25 = 7.15 (round up to
nearest five hundredths)

ALTERNATE A
LARGE TREES -1
SMALL TREES - 2
EVERGREENS - 1

SHRUBS - 11

18.55 PLANT UNITS
LARGE TREES - 8
SMALL TREES - 15
EVERGREENS - 8

SHRUBS - 79

TOTALS

LARGE TREES - 8
SMALL TREES - 15
EVERGREENS -15

SHRUBS - 97

LARGE TREES - 13
SMALL TREES - 15
EVERGREENS -  8

SHRUBS - 79

LARGE TREES - 13
SMALL TREES - 15
EVERGREEN - 15

SHRUBS - 97

Ornamental Trees

Evergreen Trees

Deciduous Trees

LOW WATER SOD VARIETY 

KENTUCKY COFFEE TREE
NORTHERN CATALPA
AUTUMN BLAZE MAPLE
COMMON HACKBERRY

MALUS SP. 'SPRINGSNOW'
RUSSIAN HAWTHORN

AUSTRIAN PINE
SOUTHWESTERN WHITE PINE

Shrubs

Ornamental Grass

LITTLELEAF MOCKORANGE

DWARF BURNING BUSH

JAPANESE TREE LILAC

POTENTILLA GOLD DROP POTENTILLA FRUTICOSA 'GOLD DROP'
SPIREA  ANTHONY WATERER SPIREA  JAPONICA 'ANTHONY WATERER'

DWARF MAIDEN GRASS
KARL FOERSTER FEATHER REED

GYMNOCLADUS DIOICUS
CATALPA SPEICIOCA
ACER GLABRUM
CELTIS OCCIDENTALLIS

SPRINGSNOW CRAPAPPLE
CRATAEGUS AMBIGUA

PINUS NIGRA
PINUS STROBIFORMIS

PHILADELPHUS MICROPHYLLUS

EUONYMUS ALATUS 'COMPACTUS'

SYRINGA RETICULATA SSP.

MISCANTHUS SINESIS 'YAKU JIMA''
CALAMAGROSIC ACUTI ' KARL FORESTER'

B & B
B & B
B & B
B & B

CONT.

SPEARMINT JUNIPER JUNIPERUS CHINESNSIS 'SPEARMINT'

SPIREA LITTLE PRINCESS SPIREA  JAPONICA 'LITTLE PRINCESS'
ALPINE CURRANT RIBES ALPINUM
DWARF KOREAN LILAC SYRINGA MEYERI ' PALIBIN'

5 GAL.
5 GAL.

2" CAL.

2" CAL.

6' HT.

5 GAL.

5 GAL.

3 GAL.
5 GAL.

6' HT.
6' HT.

5 GAL.
5 GAL.
5 GAL.

2" CAL.
2" CAL.

2" CAL.
2" CAL.
2" CAL.

B & B
B & B
B & B

B & B
B & B
B & B

CONT.
CONT.
CONT.
CONT.
CONT.
CONT.

CONT.
CONT.

STEEL EDGING 

Materials legend:

KC
NA
AM
CH

MS
RH

AP
WP

LM

BB

JT

GP
AW

DM
KF

SJ

SP
AC
DK

2
2
4
2

3
2

4
4

3

10
6

45

OAT GRASS HELICTORICHON SEMPERVIRENS 1 GAL.CONT.OG10

7

25
9

31

3

10

3

NORTHERN RED OAK QUERCUS RUBRA B & B 2" CAL.NR3

PYRUS CALLERYANNA 'CHANITILEER'CHANITICLEER PEAR 2" CAL.B & BCP4
BETULA PLATYPHYLLA 'WHITESPIRE'WHITESPIRE BIRCH 2" CAL.B & BBW3

DETENTION NATIVE SEED MIX - SEED AT 10lbs. / Acre
45% Reed Canarygrass
25% Improved Meadow Brome
25% Garrison Creeping Foxtail(Coated)
5% Climax Timothy

LANDSCAPE PLAN
20'0' 40' 60'

SCALE 1" = 20' - 0"

10'

NORTH

LANDSCAPE DATA TABLE:

PLANT MATERIAL SCHEDULE
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see plan
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LANDSCAPE LEGEND:

5639 SOUTH CURTICE STREET
LITTLETON, COLORADO 80120
WWW.STACKLOT.COM
p. 303.808.4523

AN IRRIGATION SYSTEM SHALL BE PROVIDED FOR THE PLD.  IRRIGATION HEADS AND 
LATERALS SHALL BE LOCATED IN THE OUTSIDE 6 INCHES OF THE PLD SURFACE.

GENERAL IRRIGATION NOTE:
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THE PROTECTED ROOT ZONE SHALL EXTEND 18 INCHES PER ON INCH DIAMETER AT BREAST
HEIGHT OF PROTECTED TREE.

THE PROTECTED ROOT ZONE OF ALL PROTECTED TREES SHALL BE BARRICADED DURING
CONSTRUCTION TO PREVENT DAMAGE TO THE TREES AND THEIR ROOTS BY CONSTRUCTION
EQUIPMENT OR SOIL COMPACTION.   THE BARRICADE SHALL BE POSTED "OFF LIMITS".

NO CUTTING OR FILLING, NOR STORAGE OF BUILDING MATERIALS OR DEBRIS, NOR DISPOSAL
OF WASTES, SHALL TAKE PLACE WITHIN PROTECTED ROOT ZONE OF ANY PROTECTED TREE.

1.

2.

3.

PRIOR TO BEGINNING ANY WORK ON THE SITE THE LANDSCAPE CONTRACTOR SHALL CONTACT THE
OFFICE OF THE GENERAL CONTRACTOR AND LANDSCAPE ARCHITECT FOR SPECIFIC INSTRUCTIONS
RELEVANT TO THE SEQUENCING OF WORK.

LANDSCAPE CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS AND SERVICE NECESSARY TO
FURNISH AND INSTALL PLANTINGS AND MATERIALS AS SPECIFIED HEREIN AND AS SHOWN ON
PLANS.

NO MATERIAL SUBSTITUTIONS SHALL BE MADE WITHOUT THE LANDSCAPE ARCHITECTS APPROVAL
IN WRITING.  ALTERNATE MATERIALS OF SIMILAR SIZE AND CHARACTER MAY BE CONSIDERED IF
SPECIFIED PLANT MATERIALS CANNOT BE OBTAINED.

LANDSCAPE ARCHITECT RESERVES THE  RIGHT TO REVISE PLANT MATERIAL LIST AS DEEMED
NECESSARY.

ALL PLANT LOCATIONS ARE APPROXIMATE.  ADJUST AS NECESSARY TO AVOID CONFLICTS.

QUANTITIES OF MATERIALS SHOWN ON THE PLANTING PLAN TAKE PRECEDENCE OVER QUANTITIES
SHOWN ON THE PLANT MATERIAL SCHEDULE.   THE LANDSCAPE CONTRACTOR SHALL BE
RESPONSIBLE FOR VERIFY ALL QUANTITIES ON THE PLANTING PLAN(S).

LANDSCAPE CONTRACTOR SHALL LOCATE ALL UTILITIES BEFORE COMMENCEMENT OF WORK.
VERIFY EXACT LOCATION OF ALL UTILITIES BY CONTACTING APPROPRIATE UTILITY COMPANIES.
LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR THE REPAIR / REPLACEMENT FOR ANY DAMAGE
CAUSED TO UTILITIES.

FINISH GRADE SHALL BE ADJUSTED FOR TURF THICKNESS.

ALL PLANT MATERIALS SHALL HAVE BACKFILL, CAREFULLY PLACED AROUND BASE AND IDES OF
BALL TO TWO-THIRDS (23) DEPTH OF BALL THEN THOROUGHLY SOAKED WITH WATER TO ALLOW
SETTLEMENT.   ALL WIRE, BURLAP FASTENERS, TOP ONE-THIRD (13) OF BURLAP AND LOOSE BURLAP
SHALL BE REMOVED AT THIS TIME THE REMAINDER OF HE PIT SHALL THEN BE BACKFILLED,
ALLOWING FOR THE DEPTH OF THE MULCH SAUCER AND SETTLEMENT OF BACKFILL.  BACKFILL
SHALL THEN BE THOROUGHLY WATERED ONCE AGAIN.

1.

2.

3.

4.

5.

6.

7.

8.

10.

11.

12.

13.

14.

15.

16.

17.

2	x	ROOTBALL	DIA.

REMOVE	ONLY	INJURED	OR	DEAD	BRANCHES	FROM
SHRUBS.		SHRUB	SPACING	AS	PER	PLANS.

PLACE	3'	DIA.	MIN.	RING	OF	MULCH/COBBLE	UNDER	SHRUB.

PLACE	PLANT	IN	VERTICAL,	PLUMB	POSITION.		REMOVE
CONTAINER	PRIOR	TO	PLACING	BACKFILL.

PREPARE	AND	PLACE	PLANTING	SOIL	MIX	AS	PER	SPEC.

4
NOT	TO	SCALE

SHRUB	PLANTING

MULCH ADJACENT TO WALKS AND CURBS

SOD ADJACENT TO WALKS AND CURBS

EDGER

3
EDGE	TREATMENT

NOT	TO	SCALE

FULL	DEPTH	OF	SPECIFIED	AMENDED	TOPSOIL	PLACED		THE	NECESSARY	DISTANCE	BELOW	TOP
OF	EDGER

SPECIFIED	WEED	BARRIER	FABRIC	UNDER	MULCH	COBBLE	SPECIFIED	PRE-EMERGENT	HERBICIDE
BELOW	FABRIC

SPECIFIED	WEED	BARRIER	FABRIC	UNDER	MULCH/	COBBLE		WITH	SPECIFIED	PRE-EMERGENT
HERBICIDE	BELOW	FABRIC

FULL	DEPTH	OF	SPECIFIED	AMENDED	TOPSOIL	PLACED		THE	NECESSARY	DISTANCE	BELOW
PAVED	EDGE

2	x	ROOTBALL	DIA.

DO	NOT	CUT	TREE	LEADER.		PRUNE	ONLY	CROSSOVER	LIMBS,	CO-	DOMINANT	LEADERS	AND
INJURED	OR	DEAD	BRANCHES	FROM	TREE.

SHADE	TREES:	LOWEST	LIMBS	MIN.	6-8'	FROM	ROOT	CROWN

AFTER	TWO	YEARS	NO	LIMBS	SHALL	BE	WITHIN	8'	OF	PAVEMENT

SECURE	WITH	3	SPECIFIED	8-FT	STEEL	TREE	STAKES	IN	UNDISTURBED	SOIL.		INSTALL	WIRE	AND
NON-	GIRDLING	FLAT	FABRIC	FASTENERS	IMMEDIATELY	AFTER	PLANTING,	ALLOWING	3"-4"
TRUNK	MOVEMENT.		COVER	WIRE	WITH	SPECIFIED	RUBBER	GARDEN	HOSE	AND		INSTALL	4"
FLORESCENT	ORANGE	FLAG	ON	EACH	WIRE.

PLACE	MULCH/COBBLE	RING	AROUND	TREE.		DO	NOT	PLACE	MULCH/	COBBLE	IN	CONTACT
WITH	TREE	TRUNK.		RE:	SPECIFICATIONS	FOR	MULCH/COBBLE	TYPE	AND	DEPTH.

PLANT	ROOT	BALL	3"-4"	HIGH	WITH	RESPECT	TO	FINISHED	GRADE.		DO	NOT	COVER	TOP	OF
ROOTBALL	WITH	SOIL	.		CUT	AND	REMOVE	TOP	2/3	OF	WIRE	BASKET	AND	REMOVE	TOP	2/3
BURLAP.		REMOVE	ALL	ROPE,	TWINE	AND	WIRE	OTHER	THAN	BASKET.

PREPARE	AND	PLACE	BACKFILL	SOIL	MIX	AS	PER	SPECIFICATIONS.

SET	ROOTBALL	ON	UNDISTURBED	SOIL.		SET	PLUMB	AND	CENTER	IN	PIT.

COMPACTED	SUBGRADE30
"	
M
IN
IM

U
M

6"

EVERGREEN	TREE	PLANTING
2	x	ROOTBALL	DIA.

NOT	TO	SCALE

DO	NOT	CUT	TREE	LEADER.		PRUNE	ONLY	CROSSOVER	LIMBS,	CO-
DOMINANT	LEADERS	AND	INJURED	OR	DEAD	BRANCHES	FROM
TREE.

PLACE	MULCH/COBBLE	RING	AROUND	TREE.		DO	NOT	PLACE	MULCH/COBBLE
IN	CONTACT	WITH	TREE	TRUNK.		RE:	SPECIFICATIONS	FOR	MULCH/COBBLE
TYPE	AND	DEPTH.

PLANT	ROOT	BALL	3"-4"	HIGH	WITH	RESPECT	TO	FINISHED	GRADE.		DO	NOT
COVER	TOP	OF	ROOTBALL	WITH	SOIL	.		CUT	AND	REMOVE	TOP	2/3	OF	WIRE
BASKET	AND	REMOVE	TOP	2/3	BURLAP.		REMOVE	ALL	ROPE,	TWINE	AND
WIRE	OTHER	THAN	BASKET.

PREPARE	AND	PLACE	BACKFILL	SOIL	MIX	AS	PER
SPECIFICATIONS.

SET	ROOTBALL	ON	UNDISTURBED	SOIL.		SET	PLUMB	AND	CENTER	IN	PIT.

COMPACTED	SUBGRADE

6"

REJECT	TREES	WITH	BROKEN	OR	DAMAGED	ROOTBALLS
REJECT	TREES	WITH	BROKEN	OR	DAMAGED	ROOTBALLS

SECURE	WITH	3	SPECIFIED	8-FT	STEEL	TREE	STAKES	IN	UNDISTURBED	SOIL.
INSTALL	WIRE	AND	NON-GIRDLING	FLAT	FABRIC	FASTENERS	IMMEDIATELY
AFTER	PLANTING,	ALLOWING	3"-4"	TRUNK	MOVEMENT.			COVER	WIRE	WITH
SPECIFIED	RUBBER	GARDEN	HOSE	AND	INSTALL	4"	FLORESCENT	ORANGE	FLAG
ON	EACH	WIRE

FULL	DEPTH	OF	SPECIFIED	AMENDED	TOPSOIL	PLACED	APPROX.	1"	BELOW	TOP	OF	PAVED	EDGE
FOR	SOD	AND	LEVEL	FOR	SEED

SIDEWALK,	TOP	OF	CURB,	OR	TOP	OF	SEAT	WALL

FINISHED	GRADE	OR	TOP	OF	SOD	LEVEL	WITH	PAVED	EDGE

SPECIFIED	SOD	OR	SEED

SIDEWALK,	TOP	OF	CURB,	OR	TOP	OF	SEAT	WALL

FINISHED	GRADE	OR	TOP	OF	MULCH/COBBLE	1/2"	BELOW	PAVED	EDGE

SPECIFIED	COBBLE

SPECIFIED	SOD	OR	SEED

FINISHED	GRADE	OR	TOP	OF	SOD	LEVEL	WITH	TOP	OF	EDGER

STEEL	EDGER

FINISHED	GRADE	OR	TOP	OF	MULCH/COBBLE	1/2"	BELOW	TOP	OF	EDGER

SPECIFIED	MULCH/COBBLE

PLACE	3"	OF	SPECIFIED	BACKFILL	BELOW	THE	ROOTBALL.

1
DECIDUOUS	TREE

NOT	TO	SCALE 2

AFTER PLANTING IS COMPLETED REPAIR INJURIES TO ALL PLANTS AS REQUIRED.  LIMIT AMOUNT
OF PRUNING TO A MINIMUM NECESSARY TO REMOVE DEAD OR INJURED TWIGS AND BRANCHES.
PRUNE IN SUCH A MANNER AS NOT TO CHANGE THE NATURAL GROWING HABIT OR SHAPE OF THE
PLANT.  MAKE ALL CUTS FLUSH, LEAVING NO STUBS.  CENTRAL LEADERS SHALL NOT BE REMOVED.
IF THE CENTRAL LEADER OF A PLANT IS DEAD THE PLANT SHALL BE REPLACED.

PLANT SPECIFIED GROUND COVERS WITHIN ONE FOOT OF TRUCK OF TREES AND SHRUBS
PLANTED WITHIN THE AREA.  PLANTING ARRANGEMENTS SHALL BE TRIANGULAR WITH PROPER
SPACING BETWEEN PLANTS.

COMMERCIAL GRADE 3
16 INCH BY 4" POWDER COATED STEEL EDGING SHALL BE USED TO SEPARATE

ALL TURF AREAS FROM PLANTING BEDS. PLACE EDGING FLUSH WITH GRADE AND STAKE TO
GROUND PER MANUFACTURES RECOMMENDATIONS.

LANDSCAPE CONTRACTOR TO PROVIDE THE LANDSCAPE CONTRACTOR A SAMPLE OF PROPOSED
STEEL EDGING FOR REVIEW AND APPROVAL PRIOR TO INSTALLATION.

USE SHREDDED CEDAR MULCH IN ALL PLANTING BEDS AND TREE SAUCERS.  LANDSCAPE
CONTRACTOR SHALL PROVIDE A 1 CUBIC FOOT SAMPLE OF PROPOSED MULCH TO LANDSCAPE
ARCHITECT FOR REVIEW AND APPROVAL.

PLACE FOUR INCHES OF MULCH IN ALL SHRUB BEDS, PLACE FOUR INCHES OF MULCH IN ALL
GROUND COVER, PERENNIAL BEDS AND PLACE 4 INCHES OF MULCH AT ALL TREE SAUCERS.

PLANTING BEDS RECEIVING MULCH MULCH ARE TO BE FREE OF WEEDS AND GRASS.   TREAT BEDS
WITH A PRE-EMMERGENT HERBICIDE PRIOR TO PLANTING AND MULCH PLACEMENT.  DO NOT
APPLY HERBICIDE IN PERENNIAL OR ANNUAL BEDS.

LANDSCAPE CONTRACTOR TO REMOVE TREE STAKES AND ALL DEAD WOOD ON TREES AND
SHRUBS ONE YEAR AFTER SUBSTANTIAL COMPLETION IS GRANTED ON THE COMPLETE PROJECT.

REPORT ANY DISCREPANCIES IN THE PLANTING PLAN TO THE LANDSCAPE ARCHITECT PRIOR TO
STARTING CONSTRUCTION.

GENERAL PLANTING NOTES:

9.

18.

TREE PROTECTION NOTES:
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5639 SOUTH CURTICE STREET
LITTLETON, COLORADO 80120
WWW.STACKLOT.COM
p. 303.808.4523

ALL PROPOSED LANDSCAPE IMPROVEMENTS SHALL BE GUARANTEED FOR A MINIMUM PERIOD OF
TWO YEARS FROM SUBSTANTIAL COMPLETION OF THE PROJECT.

1.

PERFORMANCE GUARANTEE:
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DY

H

SOUTH 	TROY 	C I RCLE

DY

H

C R

IRRIGATION SLEEVE - TYP.

IRRIGATION 
SLEEVE - TYP.

IRRIGATION 
SLEEVE - TYP.

RAIN SENSOR - LOCATE
ON ROOF OF BUILDING

CONTROLLER - LOCATE 
ON SIDE OF BUILDING -
COORDINATE EXACT LOCATION 
WITH OWNER - ELECTRICAL 
SUPPLY BY OTHERS

M

IRRIGATION SLEEVE - 40 SCHEDULE

SUBSURFACE DRIP AREA - 18" SPACING

C
R RAIN / FREEZE SENSOR - INSTALL ON ROOF OF BUILDING

IRRIGATION CONTROLLER

POP-UP SPRAY OR ROTOR TURF ZONE

LOCATION SHOWN ON PLAN IS 
DIAGRAMMATIC, COORDINATE EXACT
LOCATION AND SIZE WITH PAVING CONTRACTOR

BACKFLOW PREVENTER IN 

M MANUAL GATE VALVE

FIBERGLASS ENCLOSURE

SCHEMATIC IRRIGATION PLAN
20'0' 40' 60'

SCALE 1" = 20' - 0"
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IRRIGATION LEGEND:

5639 SOUTH CURTICE STREET
LITTLETON, COLORADO 80120
WWW.STACKLOT.COM
p. 303.808.4523

GENERAL IRRIGATION NOTES:
ALL PROPOSED LANDSCAPE IMPROVEMENTS SHALL BE WATERED WITH AN AUTOMATIC
UNDERGROUND IRRIGATION SYSTEM.

ALL IRRIGATION HEADS SHALL BE SET BACK FROM BACK OF CURB, CONCRETE PAVING AND
ASPHALT PAVING A MINIMUM DISTANCE OF SIX INCHES.

1.

2.

AN IRRIGATION SYSTEM SHALL BE PROVIDED FOR THE PLD.  IRRIGATION HEADS AND 
LATERALS SHALL BE LOCATED IN THE OUTSIDE 6 INCHES OF THE PLD SURFACE.

3.
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4 #4 REBAR WITH #3
TIES 12" O.C.

1'-6"

2'-6"

25'-0"

6'-0"

2'-0"

LIGHTING FIXTURE SCHEDULE
PREPARED BY KAZIN  & ASSOCIATES

DESCRIPTION OF LUMINAIRE LUMINAIRE SPECIFICATION

ID DESCRIPTION FINISH MOUNTING
INFO MANUFACTURER CATALOG NUMBER LAMP(S)

AA3
POLE MOUNTED FULL CUT-OFF
LED AREA LIGHT WITH TYPE 3
DISTRIBUTION

DARK BRONZE 25' POLE HUBBELL ASL-24L-24L-4K-210-3 21935 LUMEN
LED

AA4
POLE MOUNTED FULL CUT-OFF
LED AREA LIGHT WITH TYPE 4
DISTRIBUTION

DARK BRONZE 25' POLE HUBBELL ASL-24L-24L-4K-210-4 22260 LUMEN
LED

AA4W
WALL MOUNTED FULL CUT-OFF
LED AREA LIGHT WITH TYPE 4
DISTRIBUTION

DARK BRONZE WALL +23' HUBBELL ASL-24L-24L-4K-210-4 22260 LUMEN
LED

BB
WALL MOUNTED FULL CUT-OFF
LED AREA LIGHT WITH TYPE 4
DISTRIBUTION

DARK BRONZE WALL +12' HUBBELL LNC2-12LU-4K-4 2869 LUMEN
LED

TM

Kazin & Associates, Inc.

Village Square at Lone Tree
9364 Teddy Lane, Ste #101
Lone Tree, CO 80124

© 2014

Phone: 720-489-1609
Fax: 720-489-1611

Project #: MTRIC

Consulting Electrical Engineers
Est. 1984
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(1) 4'-0"
GATE

6'-0" H.
8" CMU WALL,
SEE DETAIL

(1) 8'-0"
GATE

6'-0" X 6'-0"
8 YARD
DUMPSTER
LOCATION

CONC. FILLED
BOLLARD, TYP.

10
'-6

"

12'-0"

6'-0" 6'-0"

1'-4"1'-4"

TRASH ENCLOSURE PLAN
N.T.S.

PROVIDE CANE
BOLT AND LATCH
TO SECURE
SWING GATES

GATE LATCH

24 GA. "V" GROOVE METAL
PANEL SYSTEM - PAINT TO
MATCH ADJ. FINISH

6"Ø CONC. FILLED STEEL
BOLLARD, PAINT

SMOOTH FACE
CMU BLOCK

8"

3'
-6

"

6"

2"X8"X16" ASHLAR CAP (TYP.)

SPLIT FACE
CMU BLOCK

TRASH ENCLOSURE GATE
N.T.S.

6'
-8

" H
IG

H 
@

 T
RA

SH
 E

N
CL

O
SU

RE

CONC. FOOTING -
SEE STRUCTURAL
DWGS FOR SIZE
& REINFORCING
TYP.

(2) COURSES SMOOTH FACE 8"
CMU SEE STRUCT. DWGS FOR
REINFORCING & BOND BEAMS
TYP.

8"

6'
-8

"

REMAINING COURSES
SPLIT FACE 8" CMU
SEE STRUCT. DWGS
FOR REINFORCING &
BOND BEAMS TYP.

3'
-0

 1
/2

"

8"

6"

SCREEN WALL
N.T.S.

8" C-CHANNEL
WELDED TO PIPE BOLLARD

FIXED, 3" DIAMETER SCHEDULE 40,
STEEL PIPE BOLLARD

3000 PSI
CONCRETE FOOTING

19"

2.
00

'
3.

00
'

DETAIL R1 - GUARDRAIL
N.T.S.

21.875''

34
.0

0'
'

34
.0

0'
'

21.875''

27.50''

27.50''

8.00'' 8.00''

2.375''

8.
00

''

2.
37

5'
'

NOTES:
1.  0.375 X 3" LG.

STAINLESS STEEL
CONCRETE SLEEVE
ANCHORS

2.  LOOP BIKE RACK

BIKE RACK DETAIL
N.T.S.

PROJ. MGR.:

DRAWN BY:

DATE:
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